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400 Type Longitudinal movement [mm] Welght [Kq/pcl
AGFLEXJ 160 +80 177
125 250 250 250 250 250 o5() 050 175 ¥On Request The Joint Could Be Produced According To Different Standard And Different Compound
19 | Concrete - -
A 18 | Asphalt - -
I/ |Bolt hole sealer - Tecnoseal 88
| 16 | Thixotropic expoxide bonding system - Kimitech EP-TX
@ ES @ @ @ @ @ @ 15 | Two-component epoxide primer (hot supplied) | -
14 | Anchor bar grouting - Kimitech EP-AR
I3 | Waterproof strip - NW fobric + rubber
12 |Draining pipe (on requesty) |PVC 0il6 0el2 mm
AGCOM WOV % 11 |Transition strip (not supplied) | Wabocrete 11
10 |Bedding mortar (hot supplied) | Masterflow 224
9 | Threaded bar EN 20898 gr. 88 zinc coated
8 |Washer EN 20898 gr. 88 zinc coated
@ Iy 8:@ /| Bigger washer EN 20898 gr. 8.8 z?mc coated
6 |[Nut EN 20898 gr. 88 zinc coated
A I |Reinforced rubber mat CNR 10018% Rubber 60 ShA + steel
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