Buried expansion joint AGEJS 35

MAXIMUM LONGITUDINAL DISPLACEMENT: ±17.5 mm

MAXIMUM TRANSVERSAL DISPLACEMENT: ±10 mm

WEIGHT: 61 kg

(A) = zinc coated

<table>
<thead>
<tr>
<th>Pos.</th>
<th>Description</th>
<th>Material</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Structure</td>
<td>Reinforced concrete</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Waterproofing sheath</td>
<td>-</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Waterproofing strip</td>
<td>NW Fabric + rubber</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Rubber</td>
<td>EPDM</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Paving</td>
<td>Asphalt</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Reinforcement steel plate</td>
<td>S35JR - EN10025</td>
<td>(A)</td>
</tr>
<tr>
<td>7</td>
<td>Adhesive for waterproofing strip</td>
<td>Kittech EP-TX</td>
<td></td>
</tr>
</tbody>
</table>